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FOREWORD

This manual is divided into five volumes: 1 — Chassis, 2 — Engine, 3 — Electrical, 4
— Body, 5 — Maintenance and Lubrication. These volumes should provide Service
Technicians with complete information covering normal service repairs on all 1971
model passenger cars (except Pinto) built by the Ford Companies in the U.'S. and
Canada. Service procedures for the Pinto are covered in the Pinto Car Shop Manual.
As changes in the product occur, this information will be updated by Technical
Service Bulletins. When issued, TSB information always supersedes that published
herein,

Within each volume, information is grouped by system or component plus “General
Service” parts which contain information which is common to several similar
components.

The table of contents on the first page of each volume indicates the general content
of the book and provides a handy tab locater to make it easy to find the first page
of each “Group’. That page will contain an index to ‘Parts’ and the first page of
each “Part” contains a detailed index which gives page location for each service
operation covered. Page numbers are consecutive in each “Part”,

To make reference easier, information has been broken down into smaller units so -
that essentially there is now one ‘Part” for each component or system. Group
numbers indicate the volume in which the group may be found.

Indicates:
42 — 04 - 23

Volume 4 — Group 42 — Part 4 — Page 23
The descriptions and specifications in this manual were in effect at the time this
manual was approved for printing. Ford Marketing Corporation reserves the right to

discontinue models at any time, or change specifications.or design, without notice
and without incurring oblication.

SERVICE PUBLICATIONS

Official Licensed Product
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- May 1996




10-00-01

Identification Codes

10-00-01

VEHICLE CERTIFICATION LABEL

GROUP

10

OFFICIAL VEHICLE ASSEMBLY PLANT CODES
IDENTIFICATION NUMBER
The Vehicle Certification Label Code Letter
The official Vehicle Identification (V.C. Label) is attached to the rear
Number (VIN) (Fig. 1) for title and  face of the driver's door. The upper 5 o ccaats)
registration purposes is stamped on a half of the label contains the name of £ Mahwah
metal tab that is fastened to the the manufacturer, the month and year F Dearborn
instrument panel close to the windsh- of manufacture and the certification G Chicago
ield on the driver’s side of the car and statement. The V.C. label also contains r t‘“a:' i
is visible from outside. the Vehicle Identification Number. K Kansat City
N Norfolk
Pax Twin Cities
R.... San Jose
S.... Allen Park
: T... Metuchen
_ U.. Louisville
i & W.. Wayne
1S53F10000] e St Thomas
. Wixom
: Lo St. Louis

CY1299-B
Assy Plani Codes

This number is also used for Warranty
identification of the vehicle. The first
number indicates the model year. The
letter following the model year
number indicates the manufacturing

N N
MANUFACTURED BY 100001
FORD MOTOR COMPANY

NOTE:

il assembly plant. The next two numbers
WITH" designate the Body Serial Code
i followed by a letter expressing the

Engine Code. The last six digits of the
Vehicle Identification Number indicate
the Consecutive Unit Number.

The remaining information on the
V.C. Label consists of pertinent
vehicle identification codes. The
BODY code is two numerals and a
letter identifying the body style. The
COL (color) code is a number or letter
(or both) indicating the exterior paint
color code. The TRIM code consists
of a number-letter combination des-
ignating the interior trim. The Axle
code is a number or letter indicating
the rear axle ratio and standard or
locking type axles. The TRNS. code is
a number or letter indicating the type
of transmission, numerals for manual
and letters for automatic. The DSO
code consisting of two numbers
designates the district in which the car
was ordered and may appear in
conjunction with a Domestic Special
Order or Foreign Special Order
number when applicable. Ford of
Canada DSO codes consist of a letter
and a number.

NOT FOR TITLE OR aemsvmnm\

MADE IN U.S.A. _)

® REAR AXLE CODE

LT
oo

(D CONSECUTIVE UNIT NO.

@ BODY SERIAL CODE @ COLOR CODE

@ MODEL YEAR CODE @ BODY TYPE CODE

@ ASSEMBLY PLANT CODE DISTRICT - SPECIAL EQUIPMENT CODE
@ ENGINE CODE ® TRANSMISSION CODE

@ TRIM CODE

Y 1298-A

FIG. 1  Vehicle Identification Labels




10-00-02

Identification Codes

10-00-02

DATE CODES

A number signifying the date precedes
the month code letter. A second-year code
letter will be used if the model exceeds 12
months.

DISTRICT CODES (DSO)

Units built on a Domestic Special Or-
der, Foreign Special Order, or other Spe-
cial orders will have the completc order
number in this space. Also to appear in

this space is the two-digit code number of
the District which ordered the unit. If the
unit is a regular production unit, only the
District code number will appear.

Month Code Code LINCOLN-MERCURY FORD
First Year Second
Year Code District District
NET|ITE] — R R N Boston Boston
FEthaW ,,,,,,,,,,,,,,,, B iasisines P New York New York
March . L Q Philadelphia Newark
April e D R Washington Philadelphia
May E .8 Altanta Washington
JUNE..oe F LT Dallas Atlanta
7] G U Jacksonville Charlotte
August H .V Memphis Jacksonville
September J W Buffalo Richmond
October. K X Cincinnati Louisville
November L Y Cleveland Cleveland
December............. M. z Detroit Detroit
: Chicago Lansing
St LDCLIiS Eu&glo L
Twin Cities ittsburg
ENGINE CODES Denver Chicago
No. of [ Los Angeles ?"_’NGCI.I_K%
Code Cyls. Displacement g::tlmd Invali:nalgglsis
Home Office Reserve Cincinnati
Y 6 170 CID Export Denver
T 6 200 CID-1V Kansas City
20 6 200 CID-1v Omaha
L 6 250 CID-1V St. Louis
3O 6 250 CID-1V Da]venport
vV 6 240 CID-1V Dallas
B 6 240 CID-1V (Police) Houston
E 6 240 CID-1V (Taxi) Memphis
F 8 302 CID-2V FORD OF CANADA New Orleans
6@ 8 302 CID-2v :
0 8 302 CID-2V (Taxi . Oklahoma City
-2V (Taxi) Mercury Region Ford Los Angeles
G 8 302 CID-4V (Boss) Code Code San Jose
H 8 351 CID-2v ;
Salt Lake City
M 8 351 CID-4V | Central wooccceeoooeo. Bl Seattle
0 8 351 CID-4V GT T ot
Y 8 390 CID-2v B3 Covermant
S 8 400 CID-2V B4 Home Office Reserve
K 8 429 CID-2V B6 American Red Cross
Cp e y
J 8 429 CID-4V CJ Ram.-Air ; Uik ol e
P 8 429 CID-4V Police *or
A 8 460 CID-4V
@ Low Compression Export
PAINT COLOR CODES
TRANSMISSION CODES EASEICHRRAR g
M-32.) M-32-)
Type Code Number Color Code  Number Color
3-Speed Manual wa!:k \F’!eﬁl Gray Gold Met.
4-Speed Manual—wide ratio chl‘te — Be- ?I‘:'Y i
4-Speed Manual—lose ratio alypso L.oTa L{IEG ide 0 4 Yellow
Automatic (C4) Re.dh Red Med OG Tgmr d Yellow
Automatic (C6) ... Bright Re Geb.b OOEI'I 0 0
Automatic (FMX) Maroon ﬂe‘{ RaRLce
Automatic (C6 Specha]) Iﬂtk %12’{ Grif Met Lte Pewter Met
. Platinum ' Dl{, Brown Met.
REAR AXLE RATIO CODES Med. Blue Met, Med. Ginger Met.
Dk. Blue Met.
Conventional Lock Ratio BrightuBIue Met.
2751 grabhhteﬂ Et"ueal Met
A0 i stra Blue Met.
2791 === \1ed. Bright Adua Met. 49...... 5072-A........ Med. Ivy Bronze Met.
2.80'1 i Lt Green L —-— 5071-A........ m‘: Ginger Bronze
3.00:1 ) :
3251 G e M0 IO ML 9. 5069-A....... Med. Ivy Bronze Met.
ggg} 5002-A .. Grabber Green Met. ;B 5008-A........ mi{t}' Ginger Bronze
e 3345-A........ Dk. Vintage Green ;
391:1 A : ; DY icani: 5007-A........ Med. Blue Met.
41111 A A L Ll 1ot C9... 5070-A........ Med. Red Met.
Date Codes CY1300-8



10-00-03

Identification Codes

10-00-03

BODY SERIAL AND STYLE CODES
The two-digit numeral which follows
the assembly plant code identifies the

body series. This two-digit number is
used in conjunction with the Body Style
Code, in the Vehicle Data,which consists

of a two-digit number with a letter suffix.
The following chart lists the Body Serial
Codes, Body Style Codes and the model.

Body | Body 8ody | Body
Vehicle Serial | Style | Body Type Model Vehicle Serial | Style| Body Type Model
Code | Code Code | Code
TORINO 27 54A | 4-Dr. Sedan Torino MERCURY 48 578 | 4.Dr. Hardtop
25 65A | 2-Dr. Hardtop 54 53F | 4-Dr. Sedan Monterey—
34 63C [ 2-Dr. Hardtop—Sportsroof |Toring 500 56 65F | 2-Dr. Hardtop Custom
30 65C | 2-Dr. Hardtop 58 57F | 4-Dr. Hardtop
31 54C | 4-Dr. Sedan 63 53H | 4-Dr. Hardtop Sedan Marquis
32 57C | 4-Dr. Hardtop 66 65H | 2.Dr. Hardtop
36 S7E | 2-Dr. Hardtop-Formal Torino 68 57H | 4-Dr. Hardtop
33 65€ | 4-Dr. Hardtop Brougham 62 53K | 4-Dr. Hardtop Sedan Brougham
35 63F | 2-Dr. Hardtop-Sportsroof |Torino GT 64 65K | 2-Dr. Hardtop
37 76F | Convertible 67 57K | 4-Dr. Hardtop
38 63H | 2-Dr. Hardtop—Sportsraof [Cobra 12 71B | 4.Dr.6 Pass® Monterey
@ | 710 |Torino Station Wagon
) 716 T Torino 500 Wagons-4 Dr. 74 71H | 4-Dr. 6 Pass @ Marqu'is
43 71E [ Torino Squire (Brougham) 76 TIK | 4.Dr. 6 Pass® MCa(:Iqour:;Park
46 A R
- 223 R::z:::° — Ranchero MERCURY |40 | 53X | 4-Dr. Hardtop Sedan | Marquis
0 - (CANADA ONLY)| 41 65X | 2-Dr. Hardtop-Formal
48 66C | Ranchero GT
- 42 57X | A4.Dr. Hardtop
49 | 66E | Ranchero Squire METEOR 20 | 538 | 4-0r. Sedan Rideaw
COMET 30 18 | 401, —
- :zg . g: ::::: Standard (CANADA)  [22 | 530 | 4-0r. Sedan Rideau 500
COUGAR 91 | 650 |20r. Hardtop® Standard 23 | 6D | 2Dr. Hardiop Formal
- 25 53F | 4-Dr. Sedan Montcalm
92 76D | Convertible % 5F | ZDr Tardto
93 65F | 2-Dr. Hardtop XR-7 Luxury - - d
- 27 57F | 4-Dr. Hardtop
94 76F | Convertible - :
36 71D | Rideau 500-6 Pass. Station
FORD 51 54B | 4-Dr. Sedan Custom Wagons-4 Dr
38 71F | Montcalm-6 Pass.
52 650 | 2-Dr. Hardtop(Canada Only)|Custom 500
MONTEGO 01 65A | 2.Dr. Hardtop Montego
53 54D | 4-Dr. Sedan Custom 500
- - 02 54A | 4-Dr. Sedan
54 54F |4-Dr. Sedan Galaxie 500
53 65F |2Dr Hardto 05 578 | 4-Dr. Hardtop Montego MX
% 57 |70 Hardtop 06 | 548 | &-Or. Sedan
T aCop - 07 658 | 2-Dr. Hardtop
61 76H | Convertible LTD
10 54D | 4-Dr. Sedan Montego MX
64 57H | 4-Dr. Hardtop Brougham
= &S 201 Fardte 11 650 1 2-Dr. Hardtop ug
- P 12 57D | 4-Dr. Hardtop
63 53H | 4-Dr. Hardtop Sedan
15 65F | 2-Dr. Hardtop Cyclone
66 53k |4-Dr. Hardtop Sedan LTD Brougham
3] 57 07 Rardt 17 65G | 2-Dr. Hardtop Cyclone
K| 4Dr. Hardiop Spoiler
68 65K | 2-Dr. Hardtop 16 65H | 2-Dr. Hardtop Cyclone GT
70 718 4.Dr, Wagon Custom Ranch 08 71C Montego MX Station
72 710 | 4-Dr. Wagon Cg;:]ocmcgoo 13 71A | Montego MX Villager Wagons-4 Dr.
7 TIF 2D, Wagon Country Sedand MUSTANG 01 650 | 2.Dr. Hardtop Standard
02 630 | 2-Dr. Sportsroof®
16 TIH [ 4-Dr. Wagon Country s
Squire® 03 76D | Convertible
LINCOLN 82 | 53 |40 Sedan 04 | E5F | 2Dr. Hardtop Grande
CONTINENTAL [T | A | 2Dr Hardtop 05| 63R ; 2D Sportsroof Mach |
MARK I 89 §5h | 2-Dr. Hardtop THUNDERBIRD| 83 65A | 2-Dr. Hardtop®
MAVERICK  [91 | 624 | 2Dr. Sedan Standard 83 | 65C | 2.Or Hardiop
92 54A [ 4.Dr. Sedan 84 658 | 2-Dr. Landau®
93 620 | 2-Dr. Sport Sedan Grabber 34 65D | 2.Dr. Landauo
B €
WERCURY |44 | 538 |4-Dr. Sedan Monterey 87 | 578 | 4Dr. Landay
% | 658 [2.0r. Hardtop 8 | S1C | 4Dr.Lendau
@Also available w/Dual Face Rear Seats ® Also '‘BOSS” @® Merchandised as options (Bucket seats) ®@Also “GT”
Body Serial and Style Codes CY1302-A




. 10-00-04

{dentification Codes

10-00-04

INTERIOR TRIM CODES
Trim Scheme Code Trim Scheme Code Trim Scheme
Black Viny) Lt. Gray Gold Viny! _ oL Med. Green Cloth and Viny|
.... Black Cioth and Viny! .."Lt. Gray Gold Leather and Vinyl O oo Lt. Gray Gold Cloth and Vinyl
... Med.Blue Vinyl .. Dk. Tobacco Leather and Vinyl 9Y o, Lt. Gray Gold Vinyl
. Dk. Biue Cloth and Vinyi .. Black Knit Vinyl 9L i Dk. Tobacco Vinyl
... Med. Blue Cloth and Vinyl Black Cloth and Viny! AA e Black Cloth and Vinyl
. Dk. Red Vinyl Btack Vinyl AB .. . Dk. Blue Cloth and Vinyl
... Dk. Red Cloth and Viny] .. Med. Blue Knit Vinyl AD .. . Dk. Red Cloth and Vinyl
. Med. Vermilion Vinyl .. Med. Blue Cloth and Vinyl AE... . Med. Vermilion Cloth and Vinyl
Med. Ginger Vinyl .. Med. Blue Vinyl AF... . Med. Ginger Cloth and Vinyl
Med. Green Vinyt . .. Dk. Red Knit Vinyl AK .. Lt. Aqua Cloth and Vinyl
Med. Green Cloth and Vinyl .. Dk. Red Cloth and Vinyl AP Med. Gray Cloth and Vinyl
Dk. Green Cloth and Vinyl .. Med. Vermilion Knit Vinyl AR ... . Dk. Green Cloth and Vinyl
White Vinyl .. Med. Ginger Knit Viny AY e, Lt.Gray Gold Cloth and Viryl
..., Lt.Gray Gold Vinyl ) ...'Med. Ginger Cloth and Vinyl BA.. . Black Cloth and Vinyl
Lt. Gray Goid Cloth and Vinyl ... Med. Green Knit Vinyl BA ..o, Black Knit Vinyl
Dk. Tobacco Cloth and Vinyl .. Med. Green Cloth and Vinyl BA .. . Black Vinyl
Black Cloth and Vinyl .. White Knit Vinyl BB.. . Med. Blue Cloth and Vinyl
Black Vinyl . .. Lt. Gray Gold Knit Vinyl BB.. . Med.Blue Vinyi
Black Knit Vinyl Lt. Gray Gold Cloth and Vinyl BE ... . Med. Vermilion Cloth and Vinyl
Med. Blue Cloth and Vinyl Lt.Gray Gold Vinyl ] Med. Ginger Cloth and Vinyl
Med. Blue Vinyl .. Dk. Tobacco Cloth and Vinyl 1] — Med. Ginger Knit Vinyl
Dk. Blue Knit Vinyl ... Biack Vinyl BR .. . Med. Green Cloth and Vinyl
Dk. Red Vinyl .. Black Cloth and Vinyl BR.. . Med. Green Knit Vinyl
Med. Vermilion Cloth and Vinyl .. Black Leather and Vinyl BR ..o Med. Green Vinyl
... Med. Vermilion Vinyl ... Med. Blue Leather and Vinyl BY oo Lt. Gray Gold Vinyl
... Med. Ginger Cloth and Vinyl .. Med. Blue Viny) CA.ooor Black Knit Vinyl
. Med. Ginger Vinyl .. Dk. Red Leather and Vinyl CAe. Black Vinyl
... Med.Green Cloth and Vinyl ... Dk. Red Vinyl CA., Black Cloth and VinYI
. Med. Green Vinyl .. Med. Vermilion Vinyl CB oo Med. Blue Knit Viny
... Dk. Green Knit Vinyl .. Med. Ginger Leather and Vinyl 0] S Med. Blue Vinyl
. White Vinyl .. Med. Ginger Vinyl (0] I Dk. Blue Cloth and Vinyl
White Knit Vinyl .. Med. Green Leather and Vinyl () I Dk. Red Vinyl
Lt. Gray Gold Cloth and Viny! .. Med. Green Viny| CD.. Dk. Red Cloth and Vinyl
Lt. Gray Gold Vinyl .. White Leather and Vinyl CE... . Med. Vermilion Knit Vinyl
... Black Knit Vinyl ~ White Vinyl CF.... . Med. Ginger Knit Vinyl
. Black Cloth and Vinyl .. Lt.Gray Gold Vinyl .CF... . Med. Ginger Cloth and Vinyl
... Med. Blue Cloth and Vinyl .. Black Cloth and Vinyl Cf.. . Med. Ginger Vinyl
. Med. Blue Knit Vinyl .. Black Vinyl CR.. . Med. Green Knit Vinyl
DOk. Blue Cloth and Vinyl .. Black Leather and Vinyl CR.. - Med. Green Vinyl
Dk. Red Cloth and Vinyl .. Med. Blue Cioth and Vinyl CR.. . Dk.Green Cloth and Vinyl
Med. Vermilion Cloth and Vinyl .. Med. Blue Vinyl CwW.. . White Knit Vinyl
Med. Ginger Cloth and Vinyl .. Dk. Blue Leather and Vinyl Cy... . Lt. Gray Gold Cloth and Vinyl
Med. Ginger Knit Vinyl .. Dk. Red Cloth and Vinyl DA.. . Black Cloth and Vinyl
Med. Gray Cloth and Vinyl .. Dk. Red Leather and Vinyl 0] FOO Med. Blue Cloth and Vinyl
Dk. Green Cloth and Vinyl .. Med. Ginger Cloth and Viny! 0] ) I Dk. Red Cloth and Vinyl
Med. Green Knit Vinyl .. Med. Ginger Vinyl 0] SO Med. Vermilion Cloth and Vinyl
... Med. Green Cloth and Vinyl .. Med. Green Cloth and Vinyl Df .. ... Med. Ginger Cloth and Viny!
... White Knit Vinyl .. Med. Green Vinyl 1], SO— Med. Green Cloth and Vinyl
. Lt. Gray Gold Cloth and Vinyl .. Dk. Green Leather and Vinyl 1) SO Lt. Gray Gold Cloth and Viny|
Black Cloth and Vinyl .. White Leather and Vinyl |, O Black Cloth and Vinyl
Black Knit Vinyl .. Lt. Gray Gold Cloth and Viny! 3 Med. Blue Cloth and Vinyl
. Black Vinyl .. Black Cioth and Vinyl £B... .. Dk. Blue Cloth and Vinyl
... Black Leather and Vinyl .. Black Knit Vinyl ED e, Dk. Red Cloth and Vinyl
... Med.Blue Cloth and Vinyl .. Black Leather and Vinyl 3 S Med. Vermilion Cloth and Vinyl
. Med.Blue Vinyl .. Med. Blue Cloth and Vinyl 3 Med. Ginger Cloth and Viny}
.. Med. Blue Kmit Vinyl .. Med. Blue Knit Vinyl |1 S Med. Green Cloth and Vinyl
. Dk. Blue Knit Vinyl .. Dk. Red Knit Vinyl |2 SO Dk. Green Cloth and Viny!
... Dk. Blue Leather and Vinyl .. Dk. Red Leather and Vinyl EY.. .. Dk. Gray Gold Cloth and Vinyl
... Dk. Red Vinyl .. Med. Vermilion Cloth and Vinyl EZ... .. Dk. Tobacco Cloth and Vinyl
. Dk. Red Leather and Vinyl .. Med. Vermilion Knit Vinyl fA... Black Vinyl

Med. Vermilion Cloth and Vinyl
Med. Vermilion Knit Vinyl

.. Med. Ginger Cloth and Viny!
. Med. Ginger Vinyl
Med. Ginger Leather and Vinyl|

Lt. Aqua Leather and Vinyl
Med. Gray Leather and Vinyl
Med. Green Cloth and Vinyl
Med. Green Vinyl

. Dk. Green Knit Vinyl
... Dk.Green Leather and Vinyl
. White Vinyl

White Knit Vinyl .
White Leather and Vinyl -

. Lt Gray Gold Knit and Vinyl
Lt. Gray Gold Cloth and Vinyl

.. Med. Ginger Knit Vinyl

.. Med. Ginger Leather and Vinyl
.. Med. Green Knit Vinyl

.. White Knit Viny!

Lt. Gray Gold Cloth and Vinyl
Black Vinyl
Black Cloth and Vinyl

.. Med. Blue Vinyl

.= Med. Blue Cloth and Vinyl

.. Dk. Red Cloth and Viny|

.. Dk.Red Vinyl

.. Med. Vermilion Cloth and Vinyl
.. Med. Vermilion Vinyl

Med. Ginger Vinyl

~. Med. Ginger Cloth and Vinyl

Med. Green Vinyl

... Med. Ginger Viny
L. Gray Gold Vinyl )
. Dk. Tobacco Leather and Vinyl

.... Black Knit Vinyl
.. Med.Blue Vinyl

.. Med. Vermilion Vinyl

Black Leather and Vinyl
Med. Blue Vinyl

Dk. Red Viny!

Dk. Red Leather and Vinyl

Med. Green Vinyl
White Vinyl
Black Vinyl

Dk. Red Knit Vinyl

Med. Ginger Vinyl
Med. Green Vinyl

Interior Trim Codes

AN

N

S

CY-1304-A



10-00-05

Identification Codes

10-00-05

INTERIOR TRIM CODES Cont'd.

Code Trim Scheme

Trim Scheme

Trim Scheme

White Knit Vinyl

. Black Cloth and Vinyl

Med. Blue Cloth and Vinyl
Med. Green Cloth and Vinyl
. Lt. Gray Gold Cloth and Vinyl
Black Vinyl

Med. Blue Vinyl

Med. Vermilion Vinyl

Med. Ginger Vinyl

Med. Green Vinyl

White Vinyl

Lt. Gray Gold Vinyl

Black Vinyl

Black Knit Vinyl

. Black Cloth and Vinyl

. Black Leather and Vinyl

. Med. Blue Cloth and Vinyl

. Dk. Blue Leather and Vinyl
. Dk. Red Cloth and Vinyl

. Dk. Red Leather and Vinyl

. Med. Ginger Leather and Vinyl
. Lt. Aqua Leather and Vinyl

. Med. Green Cloth and Vinyl

. White Knit Vinyl

White Leather and Vinyl

Lt. Gray Gold Knit Vinyl

Lt. Gray Gold Vinyl

Lt. Gray Gold Cloth and Vinyl
Lt. Gray Gold Leather and Vinyl
. Dk. Tobacco Cloth and Vinyl
Dk. Tobacco Leather and Vinyl
Lt. Beige Vinyl

Black Knit Vinyl

Med. Blue Knit Vinyl
Black Knit Vinyi
. Med. Blue Cloth and Vinyl

.. Med. Ginger Knit Vinyl
.. Med. Ginger Vinyl
.. Med. Green Knit Vinyl
.. White Knit Vinyl

.. Black Knit Vinyl

.. Black Vinyl

.. Med. Blue Vinyl

Med. Ginger Knit Vinyl
Med. Green Knit Vinyl
White Knit Viny!

.. Lt. Gray Gold Knit Vinyl
. Lt. Gray Gold Vinyl
Black Knit Vinyl

. Med. Vermilign Cloth and Vinyl

... Black Vinyl
... Med. Blue Vinyl
.... Dk. Red Cloth and Vinyl
.... Dk. Red Vinyl
.. Med. Ginger Vinyl

.. Lt. Gray Gold Viny!

.... Black Cloth and Vinyl
... Black Knit Vinyl
.... Black Vinyl
.. Med. Blue Cloth and Vinyl

.... Dk.Red Vinyl
.... Med. Vermilion Cloth and Vinyl
.... Med. Ginger Cloth and Vinyl

.. Med. Ginger Vinyl

... White Knit Vinyl
. Black Knit Vinyl

. Med. Vermilion Knit Vinyl
... Med. Ginger Knit Vinyl
.. Med. Green Knit Vinyl

... Dk. Red Cloth and Vinyl
.. Med. Ginger Cloth and Vinyl

.. Lt. Gray Gold Cloth and Vinyl
Dk. Tobacco Cloth and Vinyl

Black Cloth and Vinyl

Med. Green Vinyl
Dk. Tobacco Vinyl

Med. Blue Vinyl

Med. Green Cloth and Vinyl

Med. Green Vinyl

Med. Blue KnitVinyl

White Knit Vinyl
Black Cloth and Vinyl
Med. Blue Cloth and Vinyl

Med. Green Cloth and Vinyl

Interior Trim Codes Cont'd.

MODEL YEAR CODE

The number 1 designates 1971.

CONSECUTIVE UNIT NUM-
BERS—1971 Passenger cars

100,001—Ford, Torino, Mustang,
Thunderbird, Maverick

500,001 —Mercury, Meteor,
Montego, Cougar, Comet

800,001—Lincoln Continental and
Mark III

CY-1305-A



11-00-01

General Wheel and Tire Service

11-01-01

PART 11-01

PART 11-10

PAGE
General Wheel Wheel Hubs and
and Tire Service c.vuevvvecvrevieneernnnnn. 11-01-01 Bearings—Front .......ccccvvvnnnnn..11-10-01
PART 11-02 PART 11-11
Wheels and Tires—Drop Wheel Hubs and
Center Rim ..ooevveveeveeinieeeeeeeeeeeeee, 11-02-01 Bearings—Rear .....ccoeeeerecierernenannee J11-11-01
[ ] L
PART 11-01 General Wheel and Tire Service
Applies to All Models
COMPONENT INDEX Page COMPONENT INDEX Page
FRONT WHEEL BEARING WHEEL BALANCING ....covvviiieeiieeieeeeeereassanennas 11-01-01
MAINTENANCE oo e e i 11-01-01 WHEEL INSPECTION ......ccounoremmnrosmsinsossnassssssnnss 11-01-01

3  ADJUSTMENTS

WHEEL BALANCING

See the instructions provided with
the Rotunda Wheel Balancer.

Make certain that the brakes are
not dragging before attempting to spin
the wheels. On vehicles equipped with
disc brakes, push the brake shoes into
the caliper to free the rotor.

FRONT WHEEL BEARING
MAINTENANCE

Wheel bearings are adjustable to
correct for bearing and spindle
shoulder wear. Satisfactory operation
and long life of bearings depend on
proper adjustment and correct lubri-

cation. If bearings are adjusted too
tightly, they will overheat and wear
rapidly. An adjustment that is
excessively loose will cause pounding
and contribute to uneven tire wear,
steering difficulties and inefficient
brakes. The bearing adjustment should
be checked at regular inspection
intervals.

5 CLEANING AND INSPECTION

WHEEL INSPECTION

Wheel hub nuts should be in-
spected and tightened to specification
at predelivery. Loose wheel hub nuts
may cause shimmy and vibration.
Elongated stud holes in the wheels
may also result from loose hub nuts.

Keep the wheels and hubs clean.
Stones wedged between the wheel and
drum and lumps of mud or grease can
unbalance a wheel and tire.

Check for damage that would

affect the runout of the wheels.
Wobble or shimmy caused by a
damaged wheel will eventually damage
the wheel bearings. Inspect the wheel
rims for dents that could permit air to
leak from the tires.

Front hubs and bearings should be
cleaned, inspected and lubricated
whenever the hubs are removed or at
the mileage/time periods indicated in
the maintenance schedule.

New hub grease seals should be
installed when the hub is removed. An
imperfect seal may permit bearing

lubricant to reach the brake linings
resulting in faulty brake operation and
necessitating premature cleaning or
replacement of linings.

TIRE INSPECTION

Incorrect wheel alignment can
cause tire wear. Abnormal or excessive
tire wear can also be caused by
wheel/tire unbalance or incorrect tire
pressure. Typical tire wear patterns
are shown in Fig. 1.
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1 DESCRIPTION

SPACE SAVER SPARE TIRE

A space saver spare tire is available
as a regular production option on
Mustang vehicles.

The Space Saver Spare is designed
primarily to provide more room in the
luggage compartment. The tire is
installed on the wheel in a deflated
condition and protrudes barely beyond
the periphery of the wheel; thereby,
leaving extra storage space. Although
more storage space is available, the
vehicle full rated load specification
must not be exceeded. This tire is not
designed for extended mileage; there-
fore, it should not be used as a
permanent substitute for conventional
tires. The Space Saver Spare will
enable the driver to drive at normal
speed and load to the nearest service
facility for repairs to a flat tire.

To inflate, carefully follow the
instructions shown on the tire inflator
can which is stowed under the tire and
wheel assembly in the trunk

Use FoMoCo Inflator C9WA-
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19F514-A or Equivalent. Tire war-
ranty for the Space Saver Spare is the
same as original equipment tires. This
warranty is void if inflators with
sealants are used.

While inflating, keep hands off of
metal parts of the inflator since the
bottle becomes extremely cold during
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discharge. Read the instructions on
the bottle label. Always dispose of the
empty bottle. Do not puncture or
incinerate.

The inflator, when completely
used, will inflate the tire within
specifications.

The Space Saver Spare can, in
case of a puncture, be repaired the
same as an original equipment tire.

FRONT WHEEL ASSEMBLY

Each front wheel and tire is bolted
to its respective front hub and brake
drum or rotor assembly. Two opposed
tapered roller bearings are installed in
each hub. A grease retainer is installed
at the inner end of the hub to prevent
lubricant from leaking into the drum
or on the rotor. The entire assembly is
retained to its spindle by the adjusting
nut, nut lock and cotter pin (Figs. 1
and 2).

REAR WHEEL ASSEMBLY

The rear wheel hub and brake
drum assembly is attached to studs on
the rear axle shaft flange by three



11-02-02

Wheel and Tires—Drop Center Rim

11-02-02

speed nuts. The wheel and tire mounts
on the same rear axle shaft flange
studs and is held against the hub and

drum by the wheel nuts. The rear

wheel bearing is pressed onto the axle
shaft just inside the shaft flange, and

the entire assembly is retained to the
rear axle housing by the bearing
retainer plate which is bolted to the
housing flange.

3 ADJUSTMENTS

HOISTING INSTRUCTIONS

Damage to steering linkage com-
ponents and front suspension struts
may occur if care is not exercised
‘when positioning the hoist adapters of
2 post hoists™prior to lifting the
vehicle.

If a 2 post hoist is used to lift the
vehicle, place the adapters under the
lower arms or the No. | crossmember.
Do not allow the adapters to contact
steering linkage. If the adapters are
placed under the crossmember, a piece
of wood (2x4x16 inches) should be
placed on the hoist channel between
*the adapters. This will prevent the
adapters from damaging the fror -
suspension struts.

FRONT WHEEL BEARING
ADJUSTMENT

The front wheel bearings should be
adjusted if the wheel is loose on the
spindle or if the wheel does not rotate
freely. The following procedures will
bring the bearing adjustment to
specification.

Drum Brakes

1. Raise the vehicle until the
wheel and tire clear the floor.

2. Pry off the hub cap or wheel
cover and remove the grease cap (Fig.
1) from the hub.

3. Wipe the excess grease from
the end of the spindle, and remove the
cotter pin and nut lock.

4. While rotating the wheel, hub,
and drum assembly, torque the
adjusting nut.to 17-25 ft-lbs to seat the
bearings (Fig. 3).

5. Back off the adjusting nut one
half turn. Retighten the adjusting nut

WITH WHEEL ROTATING,
TORQUE ADJUSTING NUT,
TO17.25FT. LBS.

BACK ADJUSTING
NUT OFF 1/2 TURN

to 10-15 in-lbs with a torque wrench
or finger tight.

6. Position the nut lock .on the
adjusting nut so that the castellations
on the lock are aligned with the cotter
pin hole in the spindle, and install a
new cotter pin. Bend the ends of the
cotter pin around the castellated flange
of the nut lock.

7. Check the front wheel rota-
tion. If the wheel rotates properly,
install the grease cap and the hub cap
or wheel cover. If the wheel still
rotates roughly or noisily, clean,
inspect or replace the bearings and
cups as required.

Disc Brakes'

‘1, Raise the vehicle until the
wheel and tire clear the floor.

2. Pry off the wheel cover and
remove the grease cap (Fig. 2) from
the hub.

3. Wipe the excess grease from
the end of the spindle, and remove the
adjusting nut cotter pin and nut lock.

4. Loosen the bearing adjusting
nut three turns. Then, rock the wheel,
hub, and rotor assembly in and out

" TIGHTEN ADJUSTING

INSTALL THE LOCK
AND A NEW COTTER PIN

NUT TO10.15 IN..LBS.

F1417-A

* FIG. 3 - Front Wheel Bearing Adjustment

several times to push the shoe and
- linings away from the rotor.

5. While rotating the wheel, hub,
and rotor assembly, torque the
adjusting nut to 17-25 ft-lbs to seat the’
bearings (Fig. 3).

6. Back the adjusting nut off one
half turn. Retighten the adjust ing nut
to 10-15 in-lbs with a torque wrench
or finger tight.

7. Locate the nut lock on the
adjusting nut so that the castellations
on the lock are aligned with the cotter
pin hole in the spindle.

8. Install a new cotter pin, and
bend the ends of the cotter pin around
the castellated flange of the nut lock.

9. Check the front wheel rota-
tion. If the wheel rotates properly,
install the grease cap and the hub cap
or wheel cover. If the wheel still
rotates roughly or noisily, clean or
replace the bearings and cups as
required.

10. Before driving the vehicle,
pump the brake pedal several times to
obtain normal brake lining to rotor
clearance and restore normal brake
pedal travel.

4 REMOVAL AND INSTALLATION

'HOISTING INSTRUCTIONS

Damage to steering linkage com-
ponents and front suspension struts

N
\

A

may occur if care is not exercised
when positioning the hoist adapters of
2 post hoists prior to lifting the
vehicle.

If a 2 post hoist is used to lift the

vehicle, place the adapters under the
lower arms or the No. 1 crossmember.
Do not allow the adapters to contact
the steering linkage. If the adapters are
placed under the crossmember, a piece
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of wood (2x4x16 inches) should be
placed on the hoist channel between
the adapters. This will prevent the
adapters from damaging the front
suspension struts.

WHEELS AND TIRES

Wheel and Tire
Removal

1. Pry off the wheel hub cap or
wheel cover. Loosen but do not
remove the wheel hub nuts.

2. Raise the vehicle until the
wheel and tire clear the floor.

3. Remove the wheel hub nuts
from the bolts, and pull the wheel and
tire from hub and drum.

Wheel and Tire
Installation

1. Clean all dirt from the hub
and drum.

2. Position the wheel and tire on
the hub and drum. Install the wheel
hub nuts and tighten them alternately
to draw the wheel evenly against the
hub and drum.

F1424 A

FIG. 4 Loosening Tire Bead

3. Lower the vehicle to the floor,
and torque the hub nuts to specifica-
tion.

Removing
Conventional Tire From
Wheel

The tire can be demounted on a
mounting machine. Be sure that the
outer side of the wheel is positioned
downward. If tire irons are used,
follow the procedure given here.

1. Remove the valve cap and
core, and deflate the tire completely.

2, With a bead loosening tool,
break loose the tire side walls from the
wheel (Fig. 4).

3. Position the outer side of the
wheel downward, and insert two tire
irons about eight inches apart between
the tire inner bead and the back side
of the wheel rim. Use only tire irons
with rounded edges or irons designed
for removing tubeless tires.

4. Leave one tire iron in position,
and pry the rest of the bead over the
rim with the other iron. Take small
bites with the iron around the tire in
order to avoid damaging the sealing
surface of the tire bead.

5. Stand the wheel and tire
upright with the tire outer bead in the
drop center well at the bottom of the
wheel. Insert the tire iron between the
bead and the edge of the wheel rim
and pry the wheel out of the tire.

Mounting
Conventional Tire To
Wheel

1. If a used tire is being installed
remove all dirt from the tire.

If a tire is being mounted to the
original wheel, clean the rim with
emery cloth or fine steel wool. Check
the rim for dents.

If a new wheel is being installed,
coat a new valve with RUGLYDE or
similar rubber lubricant and position
the valve to the new wheel. Use a
rubber hammer or a valve replacing
tool to seat the valve firmly against the
inside of the rim.

2. Apply RUGLYDE or a sim-
ilar rubber lubricant to the sealing
surface on both tire beads. With the
outer side of the wheel down, pry the
beads over the wheel rim with two tire
irons. Do not use a hammer or mallet
to force the beads over the rim.

3. Align the balance mark on the
tire with the valve on the wheel.

4. Hold the beads against the rim
flanges by positioning a tire mounting
band over the tire (Fig. 5). If a
mounting band is not available, tie a
tourniquet of heavy cord around the
circumference and in.the center of the
tire. Tighten the cord with a tire iron.
Center the tire on the wheel with a
rubber mallet.

5. Give the tire a few quick
bursts of air to seat the beads properly,
then inflate the tire to 40 psi pressure.
Check to see that the bead positioning
rings (outer rimgs near the side walls)
are evenly visible just above the rim
flanges all the way around the tire. If
the rings are not even, deflate the tire
completely and inflate it again.

6, When the rings are properly
positioned, deflate the tire to the
recommended pressure.

F1425-A

FIG. §
Band

Tubeless Tire Mounting
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1 DESCRIPTION

FRONT WHEEL ASSEMBLY

Each front wheel and tire is bolted
to its respective front hub and brake

drum or rotor assembly. Two opposed
tapered roller bearings are installed in
each hub. A grease retainer is installed
at the inner end of the hub to prevent
lubricant from leaking into the drum

or on the rotor. The entire assembly is
retained to its spindle by the adjusting
nut, nut lock and cotter pin (Figs. 1
and 2, Part 11-02, Section 1).

4 REMOVAL AND INSTALLATION

HOISTING INSTRUCTIONS

Damage to steering linkage com-
ponents and front suspension struts
may occur if care is not exercised
when positioning the hoist adapters of
2 post hoists prior to lifting the
vehicle.

If a 2 post hoist is used to lift the
vehicle, place the adapters under the
lower arms or the No. 1 crossmember.
Do not allow the adapters to contact
the steering linkage. If the adapters are
placed under the crossmember, a piece
of wood (2x4x16 inches) should be
placed on the hoist channel between
the adapters. This will prevent the
adapters from damaging the front
suspension struts.

FRONT WHEEL GREASE SEAL
AND BEARING REMOVAL,
INSTALLATION AND/OR
REPACKING

If bearing adjustment will not
eliminate looseness or rough and noisy
operation, the hub and bearings should
be cleaned, inspected, and repacked
with -specified wheel grease. If the
bearing cups or the cone and roller
assemblies are worn or damaged, they
should be replaced.

Tool-T69L -1102-A

F1476.A

FIG. 1 Removing Frpnt.Wheel
Bearing Cups— Disc (Drum-Type
Similar)

Drum Brakes

1. Raise the vehicle until the
wheel and tire clear the floor.

2. Remove the wheel cover or
hub cap. Remove the grease cap from
the hub. Remove the cotter pin, nut
lock, adjusting nut, and flat washer
from the spindle. Remove the outer
bearing cone and roller assembly (Fig.
1, Part 11-02, Section 1).

3. Pull the wheel, hub, and drum
assembly off the wheel spindle.

4. Remove the grease retainer .
with Tool 1175AB and discard.
Remove the inner bearing cone and
roller assembly from the hub.

§5. Clean the lubricant off the
inner and outer bearing cups with
solvent and inspect the cups for
scratches, pits, excessive wear, and
other damage. If the cups are worn or
damaged, remove them with Tool
T69L-1102-A (Fig. 1).

6. Thoroughly clean the inner
and outer bearing cone and roller
assemblies with solvent and dry them
thoroughly. Do not spin the bearings
with compressed air.

Inspect the cone and roller
assemblies for wear or damage, and
replace them if necessary. The cone
and roller assemblies and the bearing
cups should be replaced as a unit if
damage to either is encountered.

7. Thoroughly clean the spindle
and the inside of the hub with solvent
to remove all old lubricant.
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Cover the spindle with a clean
cloth, and brush all loose dust and dirt
from the brake assembly. To prevent
getting dirt on the spindle, carefully
remove the cloth from the spindle.

8. If the inner and/or outer
bearing cup(s) were removed, install
the replacement cup(s) in the hub with
the tool shown in Fig. 2. Be sure to
seat the cups properly in the hub.

9. Pack the inside of the hub with
specified wheel bearing grease. Add
lubricant to the hub only until the
grease is flush with the inside diameter
of both bearing cups (Fig. 3).

10. Ali old grease should be
completely cleaned from the bearings
and surrounding surfaces before
repacking them with new grease
(C1AZ19590-B). The new lithium base
grease is not compatible with sodium
base grease which may have been
present on the bearing surfaces. Pack
the bearing cone and roller assemblies
with wheel bearing grease. A bearing
packer is desirable for this operation.
If a packer is not available, work as
much lubricant as possible between the
rollers and cages. Lubricate the cone
surfaces with grease.

11. Place the inner bearing cone
and roller assembly in the inner cup.
Apply a light film of grease to the
lip(s) of the grease retainer and install
the new grease retainer with the
reverse end of the tool shown in Fig.
2. Be sure that the retainer is properly
seated.

12. Adjust the brake shoes as
outlined in Group 12.

13. Install the wheel, hub, and
drum assembly on the wheel spindle.
Keep the hub centered on the spindle
to prevent damage to the grease
retainer or the spindle threads.

14. Install the outer bearing cone
and roller assembly and the flat
washer on the spindle, then install the
adjusting nut (Fig. 1, Part 11-02,
Section 1).

Tool—T56P-1217-A

INNER CUP OUTER CUuP
INSTALLATION INSTALLATION
Fl1464-A

FIG. 2  Installing Front Wheel
Bearing Cups—Drum

LUBRICANT

F1427.A

FIG. 3  Front Wheel Hub
Lubrication

15. Adjust the wheel bearings as
outlined in Part 11-02, Section 3 and
install a new cotter pin. Bend the ends
of the cotter pin around the castella-
tions of the nut lock. Install the grease
cap.
16. Install the hub cap or wheel
cover.

Disc Brakes

1. Raise the vehicle until the
wheel and tire clear the floor.

2. Remove the wheel cover or
hub cap from the wheel.

3. Remove the wheel and tire
from the hub and rotor.

FIG. 4

4. Remove 2 bolts and washers
that attach the caliper to the spindle.
Remove the caliper from the rotor and
wire it to the underbody to prevent
damage to the brake hose.

S§. Remove the grease cap from
the hub. Remove the cotter pin, nut
lock, adjusting nut, and flat washer
from the spindle. Remove the outer
bearing cone and roller assembly (Fig.
2, Part 11-02, Section 1).

6. Pull the hub and
assembly off the wheel spindle.

7. Remove and discard the old
grease retainer. Remove the inner
bearing cone and roller assembly from
the hub.

8. Clean the lubricant off the
inner and outer bearing cups with
solvent and inspect the cups for
scratches, pits, excessive wear, and
other damage. If the cups are worn or
damaged, remove them with Tool
T69L-1102-A (Fig. 1).

9. Thoroughly clean the inner
and outer bearing cones and rollers
with cleaning solvent, and dry them
thoroughly. Do not spin the bearings
dry with compressed air.

Inspect the cones and rollers for
wear or damage, and replace them if
necessary. The cone and roller
assemblies and the bearing cups should
be replaced as a set if damage to
either is encountered.

rotor

10. Thoroughly clean the spindle
and the insidé of the hub with solvent
to remove all old lubricant.

Cover the spindle with a clean
cloth, and brush all loose dust and dirt
from the dust shield. To prevent
getting dirt on the spindle carefully
remove the cloth from the spindle.

« 11. If the inner and/or outer
bearing cup(s) were removed, install
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Installing Front Wheel Bearing Cup—Disc Type
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the replacement cup(s) in the hub with
the tools shown in Fig. 4. Be sure to
seat the cups properly in the bub.

12. Pack the inside of the hub
with the specified wheel bearing
grease. Add lubricant to the hub only
until the grease is flush with the inside
diameter of both bearing cups.

It is important that all old grease
be removed from the wheel bearings
and surrounding surfaces because the
new Lithium base grease
C1AZ19590-B is not compatible with
Sodium base grease which may
already be present on the bearing
surfaces.

13. Pack the bearing cone and

roller assemblies with wheel bearing
grease. A bearing packer is desirable
for this operation. If a packer is not
available, work as much lubricant as
possible between the rollers and cages.
Lubricate the cone surfaces with
grease.
14. Place the inner bearing cone
and roller assembly in the inner cup.
Apply a light film of grease to the lips
of the grease retainer and install the
new grease retainer with the tool
shown in Fig. 5. Be sure the retainer
is properly seated.

F1443-A

FIG. 5 Installing Grease
Retainer—Disc

15. Install the hub and rotor
assembly on the wheel spindle. Keep
the hub centered on the spindle to
prevent damage to the grease retainer
or the spindle threads.

16. Install the outer bearing cone
and roller assembly and the flat
washer on the spindle, then install the
adjusting nut.

17. Adjust the wheel bearings as
outlined in Part 11-02, Section 3 and
install a new cotter pin. Bend the ends

-

of the cotter pin around the castella-
tions of the nut lock.

18. Install the caliper to the
spindle and tordue the attaching bolts
to specifications as detailed in Group
12.

19. Install the wheel and tire on
the hub.

20. Install the hub cap or wheel
cover.

21. Before driving the vehicle,
pump the brake pedal several times to
obtain normal brake -lining to rotor
clearance and restore normal brake

pedal travel.

FRONT HUB AND DRUM
ASSEMBLY REMOVAL AND
INSTALLATION

>

When the hub and drum assembly
is replaced, new bearings and a grease
retainer must be installed in the new
assembly. Coat the new grease retainer
with a light film of wheel bearing
grease.

1. Raise the vehicle until the
wheel and tire clears the floor. Pry off
the hub cap or wheel cover, and
remove the wheel and tire from the
hub and drum assembly.

2. Remove the grease cap from
the hub. Remove the cotter pin, nut
lock adjusting nut, and flat washer
from the spindle. Remove the outer
bearing cone and roller assembly (Fig.
1, Part 11-02, Section 1).

3. Pull the hub and drum
assembly off the wheel spindle.

4. , Remove the grease retainer
and the inner bearing cone and roller
assembly from the hub with Tool
1175AB.

5. Remove the protective coating
from the new hub and drum with
carburetor degreaser.

6. Pack the inside of the hub with
specified wheel bearing grease. Add
lubricant to the hub only until the
grease is flush with the inside diameter
of both bearing cups (Fig. 3).

7. All old grease should be

completely cleaned from the bearings
before repacking them with new
grease. Pack the bearing cone and
roller assemblies with wheel bearing
grease. A bearing packer is desirable
for this operation. If a packer is not
available, work as much lubricant as
possible between the rollers and cages.
Lubricate the cone surfaces with
grease. -
8. Place the inner bearing cone
and roller assembly in the inner cup,
and install the new grease retainer
with the reverse end of the tool shown
in Fig. 2. Be sure that the retainer is
properly seated.

9. Adjust the brake shoes as
outlined in Group 12.

10. Install the new hub and drum
assembly on the wheel spindle. Keep
the hub centered on the spindle to
prevent damage to the grease retainer.

11, “Install the outer bearing cone
and roller assembly and the flat
washer on the spindle; then, install the
adjusting nut (Fig. 1, Part 11-02,
Section 1).

12. Position the wheel and tire on
the new hub and drum assembly.
Install the wheel hub nuts and tighten
them alternately in order to draw the
wheel evenly against the hub and
drum.

13. Adjust the wheel bearings as
outlined in Part 11-02, Section 3, and
install a new cotter pin. Bend the ends
of the cotter pin around the castella-
tions of the nut lock. Install the grease
cap.
14. Install the hub cap or wheel
cover.

FRONT HUB AND ROTOR
ASSEMBLY REMOVAL AND
INSTALLATION

When the hub and rotor assembly
is replaced, new bearings and a grease

, retainer must be installed in the new

assembly.

1. Raise the vehicle until the
wheel and tire clear the floor. Pry off
the hub cap or wheel cover, and
remove the wheel and tire from the
hub and rotor assembly.

2. Remove 2 bolts and washers
that attach the caliper to the spindle.
Remove the caliper from the rotor and
wire it to the underbody to prevent
damage to the brake hose.

3. Remove the grease cap from
the hub. Remove the cotter pin, nut
lock, adjusting nut, and flat washer
from the spindle; then, remove the
outer bearing cone and roller assem-
bly, (Fig. 2, Part 11-02, Section 1).

4. Pull the hub and rotor off the
spindle.

5. Remove the protective coating
from the new hub and rotor with
carburetor degreaser.

6. Grease and install the inner
bearing cone and roller assembly in
the inner bearing cup. Apply a light
film of grease on the grease retainer
and install the grease retainer.

7. Install the new hub and rotor
assembly to the wheel spindle. Keep
the hub centered on the spindle to
prevent damage to the grease retainer.

8. Install the outer bearing cone
and roller assembly and the flat
washer on the spindle; then, install the
adjusting nut.
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9. Install the caliper to the
spindle and tighten the attaching bolts
to specifications as detailed in Group
12.

10. Position the wheel and tire on
the new hub and rotor. Install the
wheel hub nuts and tighten them

alternately in order to draw the wheel
evenly against the hub and rotor.

11. Adjust the wheel bearings as
outlined in Section 2, Part 11-02,
Section 3 and install a new cotter pin.
Bend the ends of the cotter pin around
the castellations of the nut lock. Install
the grease cap.

12. Install the hub cap or wheel
cover.

13. Before driving the vehicle,
pump the brake pedal several times to
obtain normal brake lining to rotor
clearance and restore normal brake
pedal travel.

9 SPECIAL SERVICE TOOLS

SPECIAL TOOLS
Tool No. Description Tool No. Description |
Tool 1175-AB Grease Seal Remover Tool-1217-K Front Whee) Bearing Cup
T69L-1102-A Front Wheel Bearing Remaver (inner) Installer-Disc ‘
Tool-1217-) Front Wheel Bearing T56P-1217-A Front Wheel Bearing Cup
Cup (Outer) Installer-Disc (Inner and Outer) Installer-Drum
Too!-1175-AH Grease Seal Installer-Disc |

CF1666-A
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1  DESCRIPTION

REAR WHEEL ASSEMBLY

The rear wheel hub and brake
drum assembly is attached to studs on
the rear axle shaft flange by three
speed nuts. The wheel and tire mounts
on the same rear axle shaft flange
studs and is held against the hub and
drum by the wheel nuts. Except for

integral carrier—Ford Light Duty
(WER) axle equipped vehicles, the
rear wheel bearing is pressed onto the
axle shaft just inside the shaft flange
and the entire assembly is retained to
the rear axle housing by the bearing
retainer plate which is bolted to the
housing flange.

On integral carrier (WER) axle
equipped vehicles (Ford and Meteor

with 240-1V and 302-2V, and on
Mercury with 351-2V engines), the
roller-type wheel bearings have no
inner race, and contact the bearing
journals of the axle shafts.

The axle shafts do not use an inner
or outer bearing retainer. They are
held in the axle by means of C-locks,
positioned in a slot on the splined end.

-

4 REMOVAL AND INSTALLATION

HOISTING INSTRUCTIONS

Damage to steering linkage com-
ponents and front suspension struts
may occur if care is not exercised
when positioning the hoist adapters of
2 post hoists prior to lifting the
vehicle.

If a 2 post hoist is used to lift the
vehicle, place the adapters under the
lower arms or the No. 1 crossmember.

Do not allow the adapters to contact

the steering linkage. If the adapters are
placed under the crossmember, a piece
of wood (2 x 4 x 16 inches) should be
placed on the hoist channel between
the adapters. This will prevent the

adapters from damaging the front
suspension struts.
Procedures differ for wheel bearing

and seal removal and installation .

between removable carrier, and inte-
gral carrier (WER) type axles.

REMOVABLE CARRIER TYPE
AXLE

The rear axle shafts, wheel
bearings, and oil seal can be replaced
without removing the differential
assembly from the axle housing.

Removal of Axle Shaft

Synthetic wheel bearing seals are
used. Removal and insertion of rear
axle shafts must be performed with
caution. The entire length of the shaft
(including spline) up to the seal
journal must, pass through the seal
without contact. Any roughening or
cutting of the seal element during axle
removal or installation will result in
early seal failure.

1. Remove the wheel cover,
wheel and tire from the brake drum.

2. Remove the nuts that secure

FIG. 2

Removing Rear Wheel
Bearing Retainer Ring

the brake drum to the axle shaft
flange, then remove the drum from
flange.

3. Working through the hole
provided in each axle shaft flange,
remove the nuts that secure the wheel
bearing retainer plate. Then pull the
axle shaft assembly out of the axle
housing (Fig. 1). The brake backing
plate must not be dislodged. Install
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one nut to hold the plate in place after
the axle shaft is removed.

Removal of Rear Wheel
Bearing and Seal

Synthetic seals must not be
cleaned, soaked or washed in cleaning
solvents.

Removal of the wheel bearings
from the axle shaft makes them unfit
for further use.

1. On all models except Ford,
Mercury or Meteor, if the rear wheel
bearing is to be replaced, loosen the
inner retainer ring by nicking it deeply
with a cold chisel in several places
(Fig. 2). It will then slide off easily.

On Ford, Mercury and Meteor
models, it is necessary to first drill a
1/4 inch hole not more than 5/16 inch
deep in the retainer ring surface before
using the cold chisel.

2, Remove the bearing from the
axle shaft with tool T60K-1225-A.

3. Whenever a rear axle shaft is
replaced, the oil seal must be replaced.
Remove the seal with Tool 1175-AB
and a slide hammer.

Installation of Rear Wheel
Bearing and Seal

1. Inspect the machined surface
of the axle shaft and the axle housing
for rough spots or other irregularities
which would affect the sealing action
of the oil seal. Check the axle shaft
splines for burrs, wear or twist.
Carefully remove any burrs or rough
spots. Replace worn or damaged parts.

2, Lightly coat wheel bearing
bores with axle lubricant.

3. Place the bearing retainer plate
on the axle shaft, and press the new
wheel bearing on the shaft with the
tool shown in Fig. 3. Do not attempt
to press on both the bearing and the
inner retainer ring at the same time.

4. Using the bearing installation
tool (Tool 4621-A), press the bearing
inner retainer ring on the shaft until

AXLE SHAFT FLANGE
ARBOR PRESS RAM

FIG. 3
Bearing

Installing Rear Wheel

the retainer seats firmly against the
bearing. On Ford, Mercury, or Meteor
models, before assembling the retsiner
onto the axle shaft, the shaft journal
and the inside diameter of the retainer
should be wiped clean with a dry
cloth. These parts must not be
degreased or lubricated.

5. Install the new oil seal with
the tools shown in Fig. 4. Wipe a
small amount of oil resistant sealer on
the outer edge of the seal before it is
installed. Do not put sealer on the
sealing lip.

Installation of Axle
Shaft

1. Carefully slide the axle shaft
into the housing so that the rough
forging of the shaft will not damage
the oil seal. Start the axle splines into
the side gear, and push the shaft in
until the bearing bottoms in the
housing.

2. Install the bearing retainer
plate and the nuts that secure it.
Torque the nuts to specifications.

3. [Install the brake drum and the
drum attaching (Tinnerman) nuts.

4. Install the wheel and tire on
the drum. Install the wheel cover.

INTEGRAL CARRIER (WER) TYPE
AXLE

Removal

Synthetic wheel bearing seals are
used for production and as service
replacements. Removal and insertion
of rear axle shafts must be performed
with caution, This entire length of the
shaft (including spline) up to the seal
journal must pass through the seal
without contact. Any roughing or
cutting of the seal element during axle
removal or installation will result in
early seal failure,

1. Raise the vehicle on a hoist.

2. Remove the wheel(s) and
tire(s) from the brake drum(s).

3. Position a drain pan and
loosen the cover to differential housing
retaining bolts. Drain the housing.

4. Remove the attaching (Tin-
nerman) nuts that secure the brake
drum(s) to the axle shaft flange(s), and
then remove the drum(s).

§. Remove the differential hous-
ing cover bolts, cover and gasket.
Discard the gasket. Remove the drain
pan.

6. Position safety stands under
the rear frame member. Lower the
hoist and allow the axle to lower as far
as possible.

7. Working through the differ-
ential case opening, remove the pinion

Tool-1177
T66N-~1177-A
OR

F1669-A

FIG. 4 Installing Rear Wheel
Bearing Oil Seal

shaft lock bolt and the pinion shaft
(Fig. 5).

8. Push the axle shaft(s) inward
toward the center of the axle housing.
Remove the C-lock(s) (Fig. 6) from
the inner end of the axle(s). Remove
the axle shaft(s) from the housing.
Extreme care must be used to avoid
contact of the axle shaft seal lip with
any portion of the axle shaft except
the seal journal.

9. Remove the bearing and oil
seal from the housing as shown in Fig.
7.

10. Inspect the machined surface
of the axle shaft and the axle housing
for rough spots or other irregularities
which would affect the sealing action
of the oil seal. Check the axle shaft
splines for burrs, wear or damage.
Carefully remove any burrs or rough
spots. Replace worn or damaged parts.
A brownish yellow color on the
bearing journal of the shaft is normal
and the shaft need not be replaced.
Slight pitting and wear is also normal.

DIFFERENTIAL PINION SHAFT
LOCK BOLT F1663-A

FIG. 5 Differential Pinion Shoft
and Lock Bolt
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AXLE SHAFT

»

F1659-A

FIG. 6 Removal and Installation
of C-Locks and Axle Shaft

Installation
1. Lightly coat the wheel bearing

rollers with axle lubricant. Install the
bearings in the axle housing with the
tool shown in Fig. 8. The bearing
should seat firmly against the shoul-
der.

2. Wipe all lubricant from the oil
seal bore before installing the seal.

3. Inspect the original seal for
nicks, scuffs or abnormal wear, and
replace it if necessary. The new seals
are pre-packed with lubricant and do

Tool-T50T-100-A

Tool-Té6L-12132-8

(THREAD REDUCING ADAPTER PART ONLY)

FIG. 7

not require an oil soak before
installation.

4. Install the oil seal with the tool
shown in Fig. 9. Installation without
the use of the proper tool will distort

the seal and cause leakage.

5. Place the O-ring in the C-lock
groove on the axle shaft.

6. Slide the axle shaft(s) into
place in the axle housing. Exercise
care that splines or any portion of the
axle shaft(s) do not damage the oil
seal(s) and that they engage with the
splines of the differential side gear(s).

7. Install the axle shaft C-lock(s)
on the inner end of the shaft(s) (Fig.
6) and push the shaft(s) outward so
that the shaft locks seat in the
counterbore(s) of the differential side
gear(s).

8. Position the differential pinion
gears and thrust washers 180 degrees
apart to the differential side gears.
Revolve the gear assembly until the
holes in the differential case are
aligned with the pinion gears.

9. Position the differential pinion
shaft through the case and pinions,

. aligning the hole in the shaft with the

lock bolt hole. Install the lock bolt and
torque it to specification.

10. Install the brake drum and

CJ-6625
(SNAP-ON)

Removal of Axle Seal or Axle Bearing

¥

Tool-T60K-7697-B

FIG. 8 Installation of Axle Shaft
Bearing

-tighten the attaching (Tinnerman)

nuts.

11, Install the wheel and tire on
the brake drum.

12. Clean the gasket mounting
surfaces of the rear axle differential
housing and the cover. Install a new
cover gasket, cover and the attaching
bolts. Torque the bolts to specification.

13. Raise the rear axle. Make
sure the rear axle is in running
position. Add the amount of specified
lubricant required to reach 1/2 inch
below the bottom of the filler plug
hole. Install the filler plug and torque
it to specification.

14, Remove the safety support
stands and lower the vehicle.

FIG. 9
Seal Installation

Rear Axle Shaft Bearing
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9 SPECIAL SERVICE TOOLS

SPECIAL TOOLS
Tool Number Description Tool Number Description
Tool 4235-C-Use Axle Shaft Remover Tool 66L-12132-B Use Axle Seal or

With T50T-100-A

With T507-100-A and
CJ-6625 (Snap On)

Wheel Bearing Remover

T60K-7697-B

Bearing Installer

T60K-1225-A Rear Wheel Bearing Remover
Tool 4621-A Rear Wheel Bearing Installer
Tool 1175-AB 0il Seal Remover
T66N-1177-A or 0il Seal Installer
T60K-1177-B

TE5F-1177-A

0il Seal Installer

CF1667-A
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GROUP
PART 12-01 PAGE PART 12-50 PAGE
General Hydraulic Brake Service ........12-01-01 Vacuum Brake Booster—Single
PART 12-02 Diaphragm, Dash
Drum Brakes—Single Cylinder, Mounted (Bendix) ......ccoovvvvvererene.. 12-50-01
Dual Piston (Bendix) ......covveenneenne.. 12-02-01 PART 12-70
PART 12-20 Parking Brakes—Cable Actuated,
Disc Brakes—Single Piston, Rear Wheels ....ccovvvcveeeeeierecirinnnnn.. 12-70-01
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PART 12-01 General Hydraulic Brake Service
= T |
COMPONENT INDEX 3 . 2ol wl|, 5| 2=
Applies to Models As Indicated "S 5| 5| 5| ||| &| 5|58 8 |8=
S| e| 28| 2| | E|EB|2|E|E|SE 5|E%
= sl &S| & |2 | 5| s| 8|S | 2|5 2 |S&
|| | 2|0 |r|o|2|2 | 2|30 =|c=
BRAKE BOOSTER
Adjustments 01-05/01-05/01-05/01-05/01-05/01-05| N/ A [01-05[01-05|01-05 |01-05]01-05
Cleaning and Inspection 01-07/01-07|01-07/01-07/01-07/01-07| N/ A |01-07/01-07/01-07[01-07[01-07
Tests 01-03[01-03[01-03]01-03[01-03[01-03[ N/ A [01-03]01-03[01-03]01-03]01-03
BRAKE PEDAL
Free Height Test 01-01
Total Travel Test 01-01
BRAKE PRESSURE DIFFERENTIAL
AND/OR PRESSURE CONTROL VALVE
Centralizing 01-06
DISC BRAKES
Cleaning and Inspection 01-06|01-06|01-06|01-06|01-06[01-06| N/ A [01-06/01-06|01-06|01-06|01-06
Service Precautions 01-07[01-07|01-07/01-07/01-07[01-07| N/ A |01-07(01-07|01-07{01-07|01-07
DRUM BRAKES
Cleaning and Inspection 01-07
"HYDRAULIC LINES
Inspection 01-07
Repair 01-07
HYDRAULIC SYSTEM BLEEDING 01-04 '
PARKING BRAKE CONTROL
Vacuum Release Test N/A|N/A|N/A[N/A|N/A[N/A|N/A|N/A|N/A|01-03(01-03|01-03
SPECIAL SERVICE TOOLS 01-08

A page number indicates that the item is for the vehicle(s) listed at the head of the column.
N/A indicates that the item is not applicable to the vehicle(s) listed.

2 DIAGNOSIS AND TESTING

Always check the fluid level in the
master cylinder before performing the
test procedures. If the fluid level is not
within 1/4 inch of the top of the
master cylinder reservoirs, add Ford
Brake Fluid—Extra Heavy
Duty—Part Number C6AZ-19542-A
(ESAM6C25-A) or equivalent for all
brake applications. The extra heavy
duty brake fluid is colored blue for
identification purposes. Do not mix
low temperature brake fluids with the
specified brake fluid.

Should one of the wheel brakes be
Iocked and the vehicle must be moved,
open the bleeder screw long enough to
let out a few drops of brake fluid. This
bleeding operation will release the
brakes but will not correct the cause

\pf trouble.

N,
S

BRAKE PEDAL FREE HEIGHT
MEASUREMENTS

With the engine running for full
power brake operation and the parking
brake fully released, measure the brake
pedal free height, and check the brake

‘pedal travel with the use of the Brake

Pedal Pressure Gauge, Tool WRE-
500-50 as follows:

1. Insert a slender, sharp pointed
prod through the carpet and sound
deadener to the dash panel metal and
measure the distance to’ the brake
pedal (Fig. 1).

2. If the position of the pedal is
not within specification, check the
brake pedal linkage for missing, worn,
or damaged bushings, or loose

attaching bolts and replace them, if
required.

3. If the pedal free height is still
out of specification, check the brake
pedal booster or master cylinder to be
sure the correct parts are installed.
Replace the worn or damaged parts as
necessary.

BRAKE PEDAL TRAVEL
MEASUREMENT

1. Install a Brake Pedal Effort
Gauge on the brake pedal pad (Fig. 2).

2. Hook a steel measuring tape to
the brake pedal as shown in Fig. 1.
Measure and record the distance from
the brake pedal free height position to
the reference point, which is at the six
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GAGED SURFACE \S\})/ B8

X. GAGED SURFACE

A
90°

‘ FORCE

THUNDERBIRD AND CONTINENTAL MARK Il
MEASURED FROM CENTER STEERING WHEEL RIM
LINE OF CURYVED PEDAL
X

LINCOLN CONTINENTAL
/ ~
. ¢ STEERING COLUMN

GAGED SURFACE

CHECKING POINTS

VERTICAL
C STEERING COLUMN

GAGED
SURFACE

MAVERICK AND COMET STEEL MEASURING TAPE

GAGED SURFACE 8 TOEBOARD
MAX.
,FORD . MERCURY - METEOR
A
90°
PEDAL FREE PEDAL
VEHICLE TYPE HEIGHT —A | TRAVEL - B8
FORD, MERCURY AND METEOR NON-POWER DRUM 9.22-8.22 3.10
FORD, MERCURY AND METEOR POWER DRUM & DISC 7.37-6.33 3.27
FORD, MERCURY AND METEOR (TAX!)| NON-POWER DISC 9.76-8.34 2.18
FORD, MERCURY AND METEOR POLICE POWERDISC (U.S.) | 7.37-6.33 3.27
MONTEGO - TORINO FORD, MERCURY AND METEOR POLICE POWER DRUM (CAN.) 8.94-7.52 3.27
FORD, MERCURY AND METEOR POWERDISC. (STA. WAG.) 8.94-7.52 3.27
TORINO AND MONTEGO NON-POWER DRUM- 9.04-7.84 2.90
TORINO AND MONTEGO POWER DISC & DRUM 8.94~7.54 2.80
TORINO AND MONTEGO POLICE POWER DISC 9.67-8.27 2.80
MUSTANG AND COUGAR NON-POWER DRUM 8.91-7.74 2.58
MUSTANG AND COUGAR POWER DISC 7.25-6.40 2.04
THUNDERBIRD POWER DISC 7.56-6.54 3.35
CONTINENTAL MARK Il POWER DISC 7.56-6.54 3.35
LINCOLN CONTINENTAL 'POWER DISC 8.23-7.47 3.27
MAVERICK AND COMET STD. DRUM 8.24-.7.08 2.90

90°

GAGED SURFACE =~
/ NOTE: A & B DIMENSION TO BE MEASURED TO SHEET METAL

B DIMENSION TO BE MEASURED PARALLEL TO THE VERTICAL CENTERLINE OF THE
STEERING COLUMN WITH A 50 POUND LOAD APPLIED TO THE CENTERLINE OF THE
BRAKE PEDAL PAD. (CHECKS ON POWER BRAKE VEHICLES MADE WITH ENGINE RUNNING}

MUSTANG - COUGAR
H 1630-F

FIG. 1 Brake Pedal Height and Travel Measurements
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